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ST 4.3DATE: 06/13/04

TOWN OF HILLSBOROUGH, 1600 Floribunda Ave. Hillsborough, CA. 94010

(650)375-7411

STANDARD DETAILS

TOWN OF HILLSBOROUGH

SCALE: N.T.S.

40' R/W

CLASS 2 AGGREGATE BASE AND 4 INCHES OF ASPHALT CONCRETE.

HILLSBOROUGH PUBLIC WORKS DEPARTMENT WITH MINIMUM ALLOWABLE SECTION 8 INCHES

4.  STRUCTURAL SECTION AS DETERMINED BY THE TOWN ENGINEER AND APPROVED BY THE

3.  ADD 5' BIKE LANE WHERE REQUIRED BY THE HILLSBOROUGH PUBLIC WORKS DEPARTMENT.

2.  ROADWAY CUT AND FILL SLOPE TO BE DETERMINED BY THE TOWN ENGINEER.

OTHERWISE BY HILLSBOROUGH PUBLIC WORKS DEPARTMENT.

1.  CROSS SLOPE SHALL BE 2%CROWNED FROM CENTERLINE, UNLESS DIRECTED
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ST 4.4DATE: 06/13/04

TOWN OF HILLSBOROUGH, 1600 Floribunda Ave. Hillsborough, CA. 94010

(650)375-7411

STANDARD DETAILS

TOWN OF HILLSBOROUGH

SCALE: N.T.S.

50' R/W

CLASS 2 AGGREGATE BASE AND 4 INCHES OF ASPHALT CONCRETE.

HILLSBOROUGH PUBLIC WORKS DEPARTMENT WITH MINIMUM ALLOWABLE SECTION 8 INCHES

4.  STRUCTURAL SECTION AS DETERMINED BY THE TOWN ENGINEER AND APPROVED BY THE

3.  ADD 5' BIKE LANE WHERE REQUIRED BY THE HILLSBOROUGH PUBLIC WORKS DEPARTMENT.

2.  ROADWAY CUT AND FILL SLOPE TO BE DETERMINED BY THE TOWN ENGINEER.

OTHERWISE BY HILLSBOROUGH PUBLIC WORKS DEPARTMENT.

1.  CROSS SLOPE SHALL BE 2%CROWNED FROM CENTERLINE, UNLESS DIRECTED

NOTES:
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ST 4.7DATE: 06/13/04

TOWN OF HILLSBOROUGH, 1600 Floribunda Ave. Hillsborough, CA. 94010

(650)375-7411

STANDARD DETAILS

TOWN OF HILLSBOROUGH

SCALE: N.T.S.

DRIVEWAY VARIES TO PROPERTY LINE

DRIVEWAY APPROACH

P L A N 

(E) CURB

(E) GUTTER 18"

WHERE CURB OPENING WIDTH EXCEEDS 20 FT.

PLACE EXPANSION JOINT AT CENTER OF DRIVEWAYS

DRIVEWAY CURB OPENING WIDTH-18 FT.MIN.-24 FT.MAX.

DRIVEWAY WIDTH-14 FT.MIN.-24 FT.MAX.
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TO ENTIRE EDGE

12" CONFORM

AC (SAWCUT EDGE)

NOTE:

1. SCORE LINES SHALL BE 1/4" DEEP AND 6' APART.
2. ON EXISTING STREETS-SAWCUT EDGE OF PAVEMENT AND REMOVE CURB AND GUTTER.

3. PORTLAND CEMENT CONCRETE (P.C.C.) SHALL BE CLASS "A" (6 SACK) AS SPECIFIED IN CALTRANS STANDARD       
   SPECIFICATIONS.

4. PRIOR TO PLACING CONCRETE, AN INSPECTION OF THE FORM WORK IS REQUIRED BY THE PUBLIC WORKS       
   INSPECTOR. A FINAL INSPECTION IS REQUIRED ONCE CONCRETE IS POURED.

5. PRIOR TO ANY WORK IN THE PUBLIC RIGHT-OF-WAY, AN ENCROACHMENT PERMIT SHALL BE OBTAINED FROM THE       
  TOWN.
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ST 4.8DATE: 06/13/04

TOWN OF HILLSBOROUGH, 1600 Floribunda Ave. Hillsborough, CA. 94010

(650)375-7411

STANDARD DETAILS

TOWN OF HILLSBOROUGH

SCALE: N.T.S.

VALLEY GUTTER

CURB

CONCRETE APRON

FLOW

AT NON-STREET INTERSECTION LOCATIONS

6" CLASS 2 AGGREGATE BASE (MIN.)

6" CLASS 2 AGGREGATE BASE (MIN.)

CONCRETE  VALLEY  GUTTER

AT STREET INTERSECTION

1-1/2"

CONCRETE  VALLEY  GUTTER

6"

CONC.

* SEE NOTE 8.

1'-6"

SEE NOTE 3

1'-6"

6"

3"

CL.B

NOTE 3.

* SEE NOTE 8.

ALL APRONS

8'-0" LONG
2-#4 BARS

AT COLD JOINT

PROVIDE 2"X 2" KEY

CONCRETE  APRON

SEE 

1-1/2"CONC.

6" CL.B

2'-0"

CURB

4'-0"

6"

6"

A.C.

2'-0"

 VALLEY GUTTER.

8. WIDTH OF VALLEY GUTTER SHALL BE AS 

 AT 10' INTERVALS BETWEEN EXPANSION

 FULL WIDTH 20' ON CENTER.  DEEP SCORE
7. PLACE 1/4" THICK EXPANSION JOINTS

 DOWELS, AT EXPANSION JOINTS, AS

6. PLACE 1/2" DIAMETER X 18" LONG

 SHALL BE INSTALLED PRIOR TO PAVING.

5. CONCRETE VALLEY GUTTER AND APRONS

WITH ADJACENT CURB AND GUTTER.

4. APRONS SHALL BE POURED MONOLITHIC

 6"X 6"-#10/#10 WELDED WIRE FABRIC.

3. REINFORCEMENT SHALL CONSIST OF

 OVER MIN. 6" COMPACTED CL.2 AGG. BASE.

 2. APRON TO BE 6" MIN. THICK CL.B P.C.C.

DETERMINED BY HILLSBOROUGH PUBLIC 

 JOINTS.

 SHOWN.

INTERSECTION PLAN

VALLEY GUTTER

VALLEY GUTTER

 NEAREST FLOW LINE WITHIN LIMITS OF

ALL PARTS OF APRON FROM CURB TO

1. OMIT GUTTER AROUND RETURN.  SLOPE
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